CROSS COUNTRY MANUFACTURING

303ATAR Tag Trailer

Engineered for today. Built for a lifetime.
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From our pierced-beam crossmember construction to our 100,000 psi hi-tensile steel fabricated frame and side
rails, this trailer’s strength and durability is unmatched. Standard features include air tilt deck with air-operated
ramps. This trailer is manufactured with an unladen deck height of 35"

Our Tag Trailers are manufactured in Canada using premium steels, thereby reducing tare weight and optimizing
payload for the long haul.
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CROSS COUNTRY MANUFACTURING 303ATAR Tag Trailer

Engineered for today. Built for a lifetime.

Deck safety lock system Adjustable pintle eye Lockable tool box

1. 8"outside rails are fabricated from 100,000 psi Strenx

hi-tensile premium steel
4"|-Beam crossmembers

Pierced beam on 12" C/L
Dual air-bag deck lift system

2. 2"wood decking is raised 1/2" above the frame and
side rails, to eliminate damage during loading and
unloading

235/75R17.5 tires and steel white wheels
4. Truck-Lite Lighting
5. Optional Truck-Lite strobe lamps installed on ramps

1.
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Fabricated frame rails and A-Frame

Options

+ 114”"and 120" deck widths
Rub rail and stake pockets
+ Aluminum wheels
- Self-cleaning ramps
- 2"oak decking
Key slot tie-downs on outside rails
3 bag deck lifting system
- Available in 2 and 3-axle configurations

- Strobe lamps installed on ramps

The Cross Country Side Dump Trailer proudly
. . 3 . MYINNER + ™ d?splays the My Inner Strenx" sign, certifying The
Heavy duty grosser bars on wheel covers Formed 8" side rail constructed from Deck boards sit above outside end frame STRENX high-quality manufacturing standard we provide

for improved traction 100,000 psi hi-tensile steel rails to our customers.



